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Atšakinis gnybtas 

SE45.1

Tipas SE45.1
GTIN 6418677428890
Pavadinimas Atšakinis gnybtas

Al/Cu 10-150 mm², itampos ribotuvams
Aprašymas SE45.1 galima naudoti tik su itampos

ribotuvu, visiems iki 1000 Vac
izoliuotiems aliuminio ir vario
laidininkams. Konstrukcija leidžia
montuoti gnybta neatjungus itampos.

Gamintojas

Techninė speci�kacija

Certi�cates

Standartinis žymėjimas: EN 50483-4:2009 

Dimensions

Laidininko skersmuo: 6,8 ... 18,5 mm

Net Weight: 0,1 kg

Features

Laidininkų skerspjūviai: 10-150 

Mechanical

Užveržimo momentas: 13 Nm

Others

ETIM Class: EC001062 

ETIM Techninė speci�kacija

etim

Nominal cross section main conductor SM: 10 ... 150 mm²

Material main conductor: Aluminium/copper 

Terminal insulated: Yes 
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Clamping channel opening main conductor: Closed 

Clamping channel opening branch
conductor:

One side open 

Surface protection: Tinned 

Type of connection: Insulation piercing connector IPC 

Packaging

Pallet package

Unit: pcs 

Package size: 3150 

Depth: 1200 mm 

Width: 800 mm 

Height: 1050 mm 

Default package

Unit: pcs 

Package size: 50 

Depth: 383 mm 

Width: 258 mm 

Height: 131 mm 

Weight: 5,216 kg 

Volume: 12,944634 l 


